
Extendable Riser – w
ith standard pipe

Adapt- 
A-Valve™

Provides direct ground level access 
to your backwater valve

Interior or Exterior 
Application

Deep or 
Shallow Burial

3" or 4" Sizes

Normally Open Gate
Normal Flow Reversal Flow

Zero flow restrictions Gate floats closed

Allows free circulation of air 
through plumbing system 

to municipal sewer

Normally Closed Gate
Normal Flow Reversal Flow

Patent Protected

Light-weight gate 
eliminates blockages 

and stops backflow

A Plumbing Solution from

Extendable Backwater Valve



TEST GATE
The reusable test 
gate allows the 
system to be 
pressure tested 
through the Adapt-
A-Valve. 

Extendable 3" Adapt-A-Valve IPS Model # Product Code

3" ABS Backwater Valve Body + (Normally Closed) Cassette ABAML3XAC 66004

3" PVC Backwater Valve Body + (Normally Closed) Cassette ABAML3XPC 66005

3" ABS Backwater Valve Body + (Normally Open) Cassette ABAML3XAO 66006

3" PVC Backwater Valve Body + (Normally Open) Cassette ABAML3XPO 66007

Extendable 3" Adapt-A-Valve Parts IPS Model # Product Code

Backwater Valve Cassette (Normally Closed) ABAPA3CASS1NC 66107

Backwater Valve Cassette (Normally Open) ABAPA3CASS1NO 66108

TEST-EZE Gate / Pressure testing ABAML3TZ 66109

ABS Body Housing Only ABAML3BDY1A 66110

PVC Body Housing Only ABAML3BDY1P 66111

Extendable 4" Adapt-A-Valve IPS Model # Product Code

4" ABS Backwater Valve Body + (Normally Closed) Cassette ABAML4XAC 66008

4" PVC Backwater Valve Body + (Normally Closed) Cassette ABAML4XPC 66009

4" ABS Backwater Valve Body + (Normally Open) Cassette ABAML4XAO 66010

4" PVC Backwater Valve Body + (Normally Open) Cassette ABAML4XPO 66011

Extendable 4" Adapt-A-Valve Parts IPS Model # Product Code

Backwater Valve Cassette (Normally Closed) ABAPA4CASS1NC 66112

Backwater Valve Cassette (Normally Open) ABAPA4CASS1NO 66113

TEST-EZE Gate/pressure testing ABAML4TZ 66114

TEST-EZE Gate/pressure testing (bagged with key) ABAML4TZB 66115

ABS Body Housing Only ABAML4BDY1A 66116

PVC Body Housing Only ABAML4BDY1P 66117

Flush Cap Clean Outs IPS Model # Product Code

4" ABS Flush Cap Cleanout ABAML4FCADWV 66018

4" PVC Flush Cap Cleanout ABAML4FCPDWV 66019

6" ABS Flush Cap Cleanout ABAML6FCADWV 66020

6" PVC Flush Cap Cleanout ABAML6FCPDWV 66021

6" SDR Flush Cap Cleanout ABAML6FCPSDR 66022
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FLUSH CAP CLEANOUT
The Flush Cap cleanout is 
an internal fitting cap that 
allows for a completely flush 
finish on exterior and interior 
installations. They provide 
a sealed access point to 
the plumbing system and 
eliminate the need for access 
boxes or openings in the floor.
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Adapt-A-Valve 
Dimensions

3" 4"

A (DWV) 3" 4"   

B (DWV) 4" 6"

C 7" 97/8"

D 7½” 9½"

Z1 11/4” 13/4”

CASSETTE
The Adapt-A-Valve cassette 
features the lightest gate in the 
industry offering next-to-no flow 
restriction. The cassette comes in 
two configurations either normally 
closed or normally open.

Adapt-A-Valve™

BACKWATER VALVE
The Adapt-A-Valve allows 
for interior or exterior 
installations at any depth 
eliminating manholes 
or expensive vaults. The 
lightweight gate can 
be easily removed for 
servicing at ground level.

All products are UPC listed.


